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Beach County between milepost 0.111 and milepost 0.995 off the 
right northbound shoulder for a total of 1.5 acres. 
The Design-Build Firm shall be responsible for complying with the 
conditions contained in the MMOA for the Palmetto Park Road 
Shared Use Path during construction through final acceptance.” 
 

RFP, pg. 71          3/17/17        Section VI.F – Geometric Design, Subsection General has been 
revised as follows: 
“The Design-Build Firm shall be solely responsible for the 
development of a design that meets all applicable standards and 
criteria. 
 
The Design-Build Firm shall construct the complete roadway 
typical section template (milling, resurfacing, and overbuild, as 
well as roadside swales and side slopes) complete to the northern 
project limits at Sta. 3190+00.  The appropriate PPM compliant 
transitions to the existing roadway and roadside elements to 
remain shall be performed north of Sta. 3190+00, within the 
Phase 3B-2 Project limits.” 
 

RFP, pg. 85             3/17/17       Section VI.H.4 – Noise Walls has been revised as follows: 
Noise Wall Table 

Noise 
Wall 

Number 

From 
Station 

To Station 
Approx. 
Length 

Side Adjacent Community Type of Noise Wall 

1 2755+10 3021+85 4,305’ Right Tivoli Park and Natura 
22’ Tall Ground 

Mounted 

2 3059+00 3067+20 820’ Right Palm Beach Farms 
8’ Tall 

Shoulder Mounted 
Replacement 

3 3078+60 3091+95 1,335’ Left Mizner Forest 
20’ Tall 

Ground Mounted 

4 3115+52 ~ 3137+63 ~2,222’ Right 
Boca Raton Square, 

Raintree, and 
Palmetto Park West 

8’ Tall 
Shoulder Mounted 

Replacement 

5 3136+48 3149+36 1,294’ Right Palmetto Park West 
8’ Tall 

Shoulder Mounted 
Replacement 

6 3173+38 3184+96 1,230’ Left Fairfield Gardens 
22’ Tall 

Ground Mounted 

7 3169+50 3173+50 400’ Right Country Club Village 

14’ Tall 
Shoulder Mounted 
or 8’ Tall Retaining 

Wall Mounted 

 
“For Noise Wall Number 7, the height of the shoulder mounted 
noise wall shall be 14 feet, unless mounted on retaining walls, in 
which case the height shall be 8 feet.” 

 
Attachment B             3/17/17 Finalized Division I Design-Build Specifications 
 
Ref Doc. 4       3/17/17        Revised Load Rating Report for I-95 bridges over Camino Real 
   Added Draft Maintenance Memorandum of Agreements 


